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DIMENSIONS ARE IN METRIC
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 110 g6 

 22 g6 
45°2X 

2X 45°

NOTES:
MAX RPM @ RATED TORQUE: 6000 RPM1.
RATED RPM @ RATED TORQUE: 3500 RPM2.
BACKLASH: 8 ARCMIN3.
FULL LOAD EFFICIENCY: 95%4.
NOISE: 65 dB5.
OPERATING TEMP: 14F TO 194F6.
RATED TORQUE: SHOWN PER TABLE 17.
MAX TORQUE: SHOWN PER TABLE 18.

TABLE 1

PART NUMBER GEAR RATIO RATED TORQUE (N-M) MAX TORQUE (N-M)

CVL120-L1-3 3:1 161 322

CVL120-L1-5 5:1 210 420

CVL-120-L1-10 10:1 86 172

NOTES:
MAX RPM @ RATED TORQUE: 6000 RPM1.
RATED RPM @ RATED TORQUE: 3500 RPM2.
BACKLASH: 8 ARCMIN3.
FULL LOAD EFFICIENCY: 95%4.
NOISE: 65 dB5.
OPERATING TEMP: 14F TO 194F6.
RATED TORQUE: SHOWN PER TABLE 17.
MAX TORQUE: SHOWN PER TABLE 18.

TABLE 1

PART NUMBER GEAR RATIO RATED TORQUE (N-M) MAX TORQUE (N-M)

CVL120-L1-3 3:1 161 322

CVL120-L1-5 5:1 210 420

CVL-120-L1-10 10:1 86 172

45°

 2X 120 

2X 

4X  9.00  13.00
 M10X1.0 - 6H  12.50
ON A 100 BCD

 5 

 10 

 40 

 25 h6 

120 

80 g6 

 100 

 

 

35  

 3 

 205 

 56  100 

 10 

 50 

 4 

3D VIEW


